MINIMUM DIMENSIONS FOR THRUST BLOCKS

FITTING TEES & PLUGS 90° BEND 45° BENDS & WYES
SIZE A B A B A B
4" =7" 1-2" 1-9" 16" 1-8" 0'-10"
6" 2’0" r=11" 2'-5" 22" 1"-10" 1=7"
8" 2'—8" 2'—6" 3-2" 30" 2'-5" 21"
10" 3-4 3-3 4-0 3-10" 3-0 2’9"
12" 4-0" 3-10" 4-8" 4-8" 3-8" 3-3"
14" 5'—5" 3-10 6'—6 41 4-9 3-5"
20" 5-0" 5-0" 6-0" 6-0" 5-0" 4-0"
24" 6'—0 6'—0 7'-0 7-0" 50 50"
30" 7-6" 7-6" 8'=0" 8'—0" 6-3" 6-3"
FITTING 22 1/5° BENDS 11 1/4° BENDS
SIZE A B A B
4" =7" 06" 06" 0-6"
6" 1'-9" 0'—10" 1'-0" 0'—6"
8" 1'-9" 16" 1"-0" 1"-0"
10" 2-2" =11 1-6" 1'=0"
12" 2'=7" 2'—3" 2’0" 1"=0"
14" 3-5" 2'-5" 2’0" 1'-6"
20" 36" -0 3-0" 2'—0"
24” 4—6" 30" 3-0" 3'-0”
30" 49" 46" 33" 3-3"

GENERAL NOTES:

1.

BEARING SURFACE AREAS SHOWN IN CHART ARE

¢
A

MINIMUM.
BASED ON 150 P.S.. INTERNAL PIPE PRESSURE.

B/3 (18" MIN.)
SOIL BEARING CAPACITY = 2000 LB./SQ. FT. \/ A
ALL FITTINGS TO BE WRAPPED WITH POLYETHYLENE A
(MINIMUM 8 MIL.). v
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